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VAG Meter Pars List

1 ECG157
2 VPV213
3 VPV195
4 VPV194

* 5 VVAD19
6 VPA628
7 AAE200
8 AAMB01
9 VPV206
10 VPV200
11 VPV191T
12 AAA700
13 VWAIT1
14 VVA193
15 VPV192
16 VPV206
17 AAJ451
i8 VPV210
19 VPV201
20 VPV321
21 AAJ451
22 VPV219
23 VPV204
24 VPV203
25 VPV205
26 AANOS6
27 VPV197
28 VPV188
29 VPV198
30 AAG365
31 VPV184
32 VPV252
33 AAG360
34 AAF413
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GCord Protector

Vacuum Motor Cowt
Spacer Grommet

Nut

Clamp-Cord

Red Wire and Lug/Active Wire Assy
Nut

Terminal Block

Carbon Brush and Spring
Body Field and Brush Holder Assembly
Vacuum Motor Switch
Screw

Screw Nylon

Screw Nylon

Baffie

Screw
Washer-Shakeproof
Wavy Washer

Bearing Top

Field and Armature Assy.
Washer-Shakeproot
Screw-Retain
Washer-Flat

Fan-Cooling

Spacer-Flat
Bearing-Bottom

Base Housing and Bearinf Assy.
Motor Support Base
Spacer

Washer-Flat

Fan Boss

Fan Blade (Pkt. of 12)
Washer-Flat

Nut-LH Thread




VEA Handle Parts LISt

1 AAE271  Hex Nut
2 AAG150 Washer
3 AAM702 Earth Terminal
4 VWAD17 Earth Tag
5 AABS09 Self Tapper
6 AAGI50 Washer
. -&8 BV8003 Strain Relief & Ring
9 ECG157 Lead Protector
10 VPV475 Mains Lead Assy (15m)
11 AADO41 Bolt
12 AAF140  Stelloc Nut
13 VPAG18 Stem Lead Assy
14 VvPA787 Fork
15 VPA231 Tounge Assy
16 AAF140 Stelioc Nut
17 AADO39 Bolt
18 AAJ4g0  Star Washer
19 AAF140  Stelloc Nut
20 VPAB41 Grommet
21 VPA765 Lead Hook
22 VPAB19  Spacer
23 VPV145 Handie Stem & Switch Plate Assy
24 VPV555 Handgrip Set of 2
26 VPA926  Sleeve Insulation
27 ZDR078 Neon Indicator
28 VPAB39 Cap
29 VPAS28 [nsulation
30 vpPAG22 Clamp
31 AAG150 Star Washer
32 AAEZ71  Nut
33 VPAB32 Actuator
34 VPAG8S Tensioner
35 QCX256 Spring
36 VPV491 Safety Button
37 VPAB38  Trigger
38 vPv490 Cover Plate
a9 AAJOO3  Star Washer
40 AAE232  Acorn Nut
4 AAE200 Nut
42 VPV260 Flag Insulation
43 AAM701 Flag Receptacle
44 AAH229 Fibre Washer
45 VPAB26 Blue Wire
46 VPAS28  Brown Wire
47 VVA019 Clamp
48 AAMBO1 Terminal Biock
49 VVA171 Screw
50 VPAG31  Cherry Switch
51 AAE271  Nut
52 AAJ150  Star Washer
53 VPAG22 Clamp
54 AAE297 Spacer
55 AAKS829 Pop Rivet
56 AAG150 Washer
57 VPV120 Dust BAg Hook
AAJ451  Star Washer
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BV2S/C25ME

10

1 VPV223 Thermal Overload

2 VPV830 Capacitor Box Cover
3 VPV226 Start Capacitor

4 VPV448 Run Capacitor

5 VPV831 Capacitor Box Base
6 vPV232 Brass Spacer

7 vPVa221 Switch Plate

8 VPV232 Centrifugal Switch Gear
9 VPA4S7 Cowl

10 VPA233 Screw

11 VPA955 Shaft
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W@@/ @@5 VPA @978CME

VPV818CMG
VPV804CMG
VPVB03CMG
VPVB17CMG
VPV807CMG
VPV813CMG
VPV812CMG
VPVB11CMG
VPVB05CMG
VPVB06CMG
VPV224CMG
VPV810CMG
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Capacitor Box Cover
Start Capacitor

Run Capacitor
Capacitor Box Base
Manual Reset

Cowl

Cooling Fan

Non Drive Endshieid
Switch Contact Plate
Centrifugal Switch
Rotor (Core & Shaft)
Flanged Endshield
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1 VPV250
2 SLB043
3 VPA138
4 VPA139
5 VPA782
6 AAG385
7 AADOG1
8 VWAG34
10 VPAS54
11 VPAS50
12 VPV218
13 VPA3E5
14 AAG470
15 VPV166
16 GCA292
17 VPVi70
18 VPV190
19 AAG236
20, AAF140
21 VPV008
22 AAG236
23 AAF140
24 AAKB3B
25 VPV0B7
26 VPV239
27 AAB608
28 VPV022
29 VPV043
30 AAA3ES
31 AAKS00
32 VPVi72
33 AAFQS0
34 VPV168
as AAA5B4
36 VPV216
37 VPV0S4
a8 VPV058

EVRE/SV2E8/SVE0 Parts Wst

Briver and Base Acsembiy

Vac Motor (ref to page 4 parts list)
Nut-Rachet Lever
Lever-Ratchet
Torsion-Spring
Spacer
Washer-Flat

Bolt

Bush Nylon

Clip

Handle Retaining Pin
Reataining Pin-Axle
Pin-Wheel Retain
Washer-Flat
Wheel-Rubber Tyre
Cap-Wheel Retain
Washer-Flat

Fan Housing
Washer-Flat

Nut

Gaiter

Washer-Flat

Nut

Pop Rivet
Buffer-Skirt
Insert-Buffer
Screw-Self Tapping
Pick-Up Shute
Pick-Up Ring
Screw

Rivet

Retainer-Mini Skirt
Nut

Mini Skirt

Bolt-Fan Housing
Skirt-Painted
Clamp-Hose Dust Bag
Hose-Dust Bag

POLIVAC
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41
42
43

46

47

49
50
51
52

55
56
57
58
59

61

61
62

65
66
67
€8

70

VPV063
VPV051
VPV233
VPV080
AAKO43
VPA457
VPVO078
VPAS75
VPAD13
VPAOT1

VPA104
AACOH
VPV495
VPV106
VPA121

VPA570
VPA411

VPA118
VPA113
VPA122
AAASB4
VPA114
VPA116
VFB115
VPA412

VPA374
PC40B1
V14016

VPA413

AAAG28
AAAB3S
AAA460
AAAS93
VCH183
P40

VPV156

Dust Bag

Closure-Dust Bag

Screw (B/C only)

Motor Cowl Buffer (B/C only)
Rivet (B/C only)

Cowl (B/C only)

Motor Buffer insert (B/C only)
Brook Crompton Motor (B/C) PV25
CMG Motor (SV30)

Motor (SV25)

Qil Seal, Top

1/4" Boit

Body

Gasket-Body to suit skirt
Washer-Wavy

Bearing-Top

Drive Gear

Seal-Bottom

Gear Cover

Tab Washer

Bolt-Gear Cover
Bearing-Bottom

Gear Shaft

Key

Quick Release Adaptor
Coulping (Model PV25 only)
(Models SV25/SV30 anly)
Brush Assembly (PV25 only)
Pad Holder

(Models SV25/SV30 only)
Clutch Plate

{Models SV25/SV30 anly)
Screw Coupling Retain (PV25)
Screw Coupling (SV25/5V30)
Washer-Shakeproof
Bolt-Motor

Sanding Disc (SV25/3V30)
Red Pad 400mm

Bag Ring
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PV25. C25 AND C27
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Please find the following correct procedure for the operation of the Polivac
range of polishers and scrubbers, PV25, C25 and C27

1.

10.

11.

12.

Plug in power cable. Power supply will be visible via the neon indicator at the power plug
and also the red light on the handle.

Tilt the machine back by using the handle.

a) Place the brush or pad Holder over the clover leaf connection and turn the enclosure
to lock into position.

b) If the connection has a metal clutch, locate the brush or pad holder on the metal drive
cluich, by slotting grooves together, then turn brush or pad holder sharply to the left.

Once the brush or pad hoider is fitted, stand the machine back up.

Slightly lift the handle up and manoeuvre the wheels backwards and up out of the way
(the wheels must be off the floor when polishing).

The handle height must be adjusted to suit individual operators body proportions. Adjust
the ergo handle to the correct height by placing your foot or hand on the raichet lever,
then positioning the handle. The correct height of the handle is around the groin region.

When the handle is set at the correct height, the arms should grip the handle ina
comfortable, but ioose manner (if your aims are bent at the elbows this is an indication
that you are applying too much effort to control the machine) Re-adjust the handie.

To start the machine, first you must depress the red safety button that is next to the hand
trigger, then grasp either of the red triggers, and the motor will engage the brush. Do not
force the trigger without first releasing the safety button as this will damage the safety
release in the trigger mechanism. Once the machine is on, the safety button can be
released.

To facilitate the correct swinging motion of the machine, tip or lift the handle slightly
forward to_get the polisher to move right and lower the handle to get the machine to
move towards the left. This requires minimal effort. So, if you are fighting the machine for
control you have the handle set at the wrong height or your pad or cloverleaf locking
mechanism is damaged.

(PV25 Only) To use the vacuum system whilst polishing, switch the vac motor to the on
position. The vacuum will be activated upon starting the machine.

When stripping floors using the PV25, ensure vacuum motor is switched off.

Ensure that brushware is removed from the machine after use and before storing
machine away.

Version 6/2000
Operating instructions of & PV23-C25-C27 doc



